LEATHERA



Restoration Leather

Feels distressed, waxed, aged

Transform the character of your interior with Restoration. This pull-up leather is beautifully distressed, waxed, and aged to fit
perfectly on that comfortable, antique sofa or chair. When upholstered, it provides a stunning contrast in color and luster. The
Restoration collection is truly a sophisticated choice. Finished in Italy, it features aniline dye with a wax pull-up surface and a
protective clear coating for added durability. The hide averages 55 square feet with a 1.0 to 1.2 MM thickness and offers 7 rich, warm
colors, ideal for blending with textiles.

Size 55sqft+/-

Thickness 1.2-1.4 mm / 25-30Z

Origin italy [l B

Type Aniline - Wax Pull-Up

Finish Distressed, Waxed, Aged Effect

Uses Home Furnishings, Contract, Hospitality

Texture

Distressed Crackle
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Colors

Chocolate Dark Brown Mushroom Oatmeal

Smoke




Performance Characteristics

EN ISO 4045

DETERMINE Ph & Ph (DIFFERENCE FIGURE) Min 3,2
1ISO105/B02 Grey Scale = 3 on specimen
COLOR FASTNESS OF LEATHER TO LIGHT: XENON LAMP Grey Scale = 3 on Reference Blue Wool #4
ISO 11641

COLOR FASTNESS OF LEATHER TO PERSPIRATION 20 Cycles = 3
EN ISO 11640 50 Cycles Dry =3
COLOR FASTNESS OF LEATHER TO RUBBING 20 Cycles Wet =3
EN ISO 11644

FINISH ADHESION 2 N/cm
EN ISO 3376 Tensile Strength = 8 Mpa
MEASURE TENSILE STRENGTH AND % ELONGATION % Elongation < 80%
EN ISO 3377-1

TEAR STRENGTH (SINGLE EDGE TEAR) >20 N Minimum
Flame Resistance

CATB 117 - 2013 Complies
NFPA - 260 CIGARETTE IGNITION Class 1
FMVSS 302 TBA




