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Soft Leather

Feels supple, textured, and refined!
Soft leather brings timeless sophistication to any space, evoking the charm of classic lounges and vintage elegance. Crafted in Italy,
this aniline-dyed leather features a nubuck-like texture and a unique distressed appearance, achieved through hand-sanding and the
application of protective waxes. Its natural hues and luxurious finish create a relaxed, inviting atmosphere. Available in six distinct
colors, each hide showcases subtle variations in both tone and texture, ensuring every piece is a one-of-a-kind work of art.

Size 55 sq ft +/-

Thickness 1.2-1.4 mm / 3.0-3.5 oz

Origin Italy 

Type Aniline

Finish Nubuck

Uses Furniture, Hospitality, Garments, Handbags

Texture

Natural Fine Grain
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Colors



Performance Characteristics
EN ISO 4045
DETERMINE Ph & Ph (DIFFERENCE FIGURE) Min 3,2
ISO105/B02
COLOR FASTNESS OF LEATHER TO LIGHT: XENON LAMP

Grey Scale ≥ 3 on specimen
Grey Scale = 3 on Reference Blue Wool #4

ISO 11641
COLOR FASTNESS OF LEATHER TO PERSPIRATION 20 Cycles ≥ 3
EN ISO 11640
COLOR FASTNESS OF LEATHER TO RUBBING

50 Cycles Dry ≥ 3
20 Cycles Wet ≥ 3

EN ISO 11644
FINISH ADHESION 2 N/cm
EN ISO 3376
MEASURE TENSILE STRENGTH AND % ELONGATION

Tensile Strength ≥ 8 Mpa
% Elongation ≤ 80%

EN ISO 3377-1
TEAR STRENGTH (SINGLE EDGE TEAR) >20 N Minimum
   

Flame Resistance
CA TB 117 - 2013 Complies
NFPA - 260 CIGARETTE IGNITION Class 1
FMVSS 302 Complies
   


