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Vintage Leather

Feels rugged, elegant, and natural
Embodying rugged elegance and natural charm, Vintage Leather is a testament to timeless craftsmanship. Sourced from premium
European hides, this top-grain leather undergoes a meticulous vacuum-drying process to tighten the grain and reveal a rich,
nuanced undertone in its coloration. With a balanced infusion of oils and waxes, it offers a distinctive pull-up effect and develops a
unique patina over time, telling a story of character and sophistication. Whether used for furniture or decor, it adds an unmistakable
touch of authenticity and refinement.

Size 55 sq ft +/-

Thickness 1.2-1.4 mm / 3.0-3.5 oz

Origin Italy 

Type Aniline

Finish Wax Oil Pull-Up

Uses Furniture, Hospitality, Decor

Texture

Natural Grain, Pull-Up Effect
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Performance Characteristics
EN ISO 4045
DETERMINE Ph & Ph (DIFFERENCE FIGURE) Min 3,2
EN ISO 11640
COLOR FASTNESS OF LEATHER TO RUBBING 50 Cycles Dry ≥ 3 20 Cycles Wet ≥ 3
EN ISO 3376
MEASURE TENSILE STRENGTH AND % ELONGATION Tensile Strength ≥ 8 Mpa % Elongation ≤ 80%
EN ISO 3377-1
TEAR STRENGTH (SINGLE EDGE TEAR) >20 N Minimum
   

Flame Resistance
CA TB 117 - 2013 Complies
NFPA - 260 CIGARETTE IGNITION Class 1
FMVSS 302 Complies
   


